
TABELLA VENTAGLIO AEROGRAFI



2

MODELLO RP1 TMD1

ANI 
BLACK
H2

CLEAR

1.0

5.5 bar
79.75 psi

1.4 bar
20.3 psi

470 l/min
16.6 cfm

Distanza 
150 mm

300

Distanza 
200 mm

340

1.2 320 360

1.3 350 390

1.4 360 400

HPS

1.5 370 410

1.7 390 420

1.9 400 430

WB

1.2 310 350

1.3 350 390

1.4 360 400

MODELLO RP1 TMD1

ANI 
BLACK

CLEAR

1.0

2.8 bar
40.61 psi

1.8 bar
26.11 psi

270 l/min
9.55 cfm

Distanza 
150 mm

300

Distanza 
200 mm

340

1.2 320 360

1.3 350 390

1.4 360 400

HPS

1.5 370 410

1.7 390 420

1.9 400 430

WB

1.2 310 350

1.3 350 390

1.4 360 400

HVLP

1.2

2.6 bar
37.71 psi

1.6 bar
23.21 psi

400 l/min
14.1 cfm

310 350

1.3 320 370

1.4 330 390

1.5 350 400

1.7 370 430

1.9 380 440



3

MODELLO RP1 TMD1

F160/S/H2

CLEAR

1.0

5.5 bar
79.75 psi

1.4 bar
20.3 psi

440 l/min
15.55 cfm

Distanza 
150 mm

280

Distanza 
200 mm

320

1.2 320 360

1.3 330 370

1.4 340 380

HPS

1.5 350 390

1.7 360 400

1.9 370 410

WB

1.2 320 360

1.3 330 370

1.4 340 380

MODELLO RP1 TMD1

F160/I/H2 HPS

1.0

5.5 bar
79.75 psi

1.4 bar
20.3 psi

440 l/min
15.55 cfm

Distanza 
150 mm

260

Distanza 
200 mm

300

1.2 280 320

1.3 300 340

1.4 320 360

1.5 330 370

1.7 340 380

1.9 350 390



4

MODELLO RP1 TMD1

F160/I
F160/I/PLUS

HPS

1.0

5.5 bar
79.75 psi

1.4 bar
20.3 psi

440 l/min
15.55 cfm

Distanza 
150 mm

260

Distanza 
200 mm

300

1.2 280 320

1.3 300 330

1.4 320 340

1.5 330 370

1.7 340 380

1.9 350 390

HVLP

1.2

2.6 bar
37.7 psi

1.8 bar
26.1 psi

250 l/min
8.83 cfm

300 340

1.5 320 360

1.8 340 380

2.0 360 400

MODELLO RP1 TMD1

F160/S
F160/S/PLUS

CLEAR

1.0

2.5 bar
36.25 psi

1.8 bar
26.1 psi

220 l/min
7.77 cfm

Distanza 
150 mm

280

Distanza 
200 mm

320

1.2 320 360

1.3 330 370

1.4 340 380

HPS

1.5 350 390

1.7 360 400

1.9 370 410

WB

1.2 320 360

1.3 330 370

1.4 340 380

HVLP

1.2

2.6 bar
37.71 psi

1.8 bar
26.1 psi

250 l/min
8.83 cfm

330 370

1.5 350 390

1.8 360 400

2.0 370 410



5

MODELLO RP1 TMD1

R160
R160/T

HPS

0.5

2.2 bar
31.9 psi

1.7 bar
24.65 psi

120 l/min
4.24 cfm

Distanza 
150 mm

150

Distanza 
200 mm

170

0.8 180 200

1.0 200 220

1.1 210 230

1.2 230 250

HVLP

0.5

2.6 bar
37.7 psi

1.8 bar
26.1 psi

180 l/min
6.35 cfm

160 180

0.8 220 250

1.0 230 260

1.1 240 270

1.2 250 280
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